
 

TTP 3030 Transmitter and Housing

 

 

RTD  T1 - VAPOR TEMPERATURE 

TTP 3030  Tank Temperature Probe

Multi-point Spot Temperature Probe

Bottom Footer (UMHW Standard; Magnetic Optional)

Optional: RTD T0  AMBIENT TEMPERATURE  
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RTD  T2 – VAPOR / PRODUCT TEMPERATURE 

RTD  T3 – VAPOR / PRODUCT TEMPERATURE 

RTD  T9 – VAPOR / PRODUCT TEMPERATURE 

RTD  T10 – WATER / PRODUCT TEMPERATURE 

RTD  T11 – WATER / PRODUCT TEMPERATURE 

RTD  T8 – VAPOR / PRODUCT TEMPERATURE 

RTD  T8 – VAPOR / PRODUCT TEMPERATURE 

RTD  T7 – VAPOR / PRODUCT TEMPERATURE 

RTD  T6 – VAPOR / PRODUCT TEMPERATURE 

RTD  T5 – VAPOR / PRODUCT TEMPERATURE 

RTD  T4 – VAPOR / PRODUCT TEMPERATURE 
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All RTD’s are Class A or DIN 

100 Ohm Platinum, Four wire.

I.S. Certified, 7 – 14 VDC

RS 485, MODBUS RTU

Maximum Fill Height

Outlet Height
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